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3. When ash pit door is installed at position “A” bolt ash can
guide angles in positions 1, 3 and 4.

When ash pit door is installed at position “B” bolt ash can
guide angles in positions 1, 2, 3 and 4. When bolting the
guide angle in position 1 be sure to place it on top of the
ash guide (used in this case to hold 2 halves of ash guide
together), with bolt head on underside of ash guide.

When ash pit door is installed at position “C" bolt ash can

1. Make sure that foundation for boiler base is level and
smooth.

2. Locate base so that ash pit door has ample clearance, isin 4.
a convenient location for can removal, that bin feed pipe -
will be in proper position in bin, and so there will be enough
room behind boiler for removal of the water coil. The ash pit
door and stoker may be installed on either side or front of
base convenient to coal bin. The bin feed on the stokercan 5,
be assembled to feed from either the right or left side of the

stoker.

guide angles in positions 1, 2 and 4.
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Apply boiler putty on top edge of base and set boiler in
place. Carefully seal between boiler and base, including
space between boiler and top of divider plate in base.

. Steam Boiler: Install pressure gage and limit switch (use

siphon loop as shown on piping diagram), safety valve, low
limit aquastat. Water gage and low water cut off shall be in-
stalled as shown on next page. (Do not install until finished
jacket is on boiler). Gage glass mounted low water cut off
must be used.

Hot Water Boiler: Install combination altitude gage and
thermometer and combination high, low and reverse acting
aquastat.

Bolt ash pit door in place.

. Wrap boiler with insulation which is furnished in 3 pieces.

The large piece covers the top and sides of the boiler. The
2 smaller pieces cover the front and rear of the boiler. 2
straps and clips are furnished to secure insulation to the
boiler. :
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. TO INSTALL STOKER
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. Stoker is shipped assembled ready for installation with bin

feed pipe, for 8’ of coal worm. Longer lengths of bin feed
pipe are supplied by dealer. Bin feed worms, sprocket and
drive chain are packed separately. Bin feed parts as
assembled can be reversed to suit installation.

. Ash guide inside boiler base must be dropped down on the

base floor plate in order to install the stoker. The ash guide
is split in two pieces to facilitate dropping it.

Bolt assembled stoker and plate to side of boiler base. Be
sure plate gaskets are in place.

Insert first length of bin feed pipe into support on transfer
housing, tighten set screws.

Insert bin feed drive worm into pipe and push shaft through
bearing. Place bronze thrust washer, sprocket, ¥4 x 1" off-
set head cotter pin on shaft in that order. Assemble bin feed
drive chain over sprockets.

Angle of bin feed pipe is adjusted by loosening two screws
that hold transfer housing to mounting bracket. Raise or
lower to proper angle and tighten screws securely.
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6. Slide cast iron coal pipe coupling over bin feed pipe that is

in place. Assemble remaining coal worm sections and pipe.
Coal worm shaft couplings have a right hand thread. Bin
feed pipe sections butt together inside coal pipe coupling.
Block up end of pipe in bin so that bin feed worm clears the
floor. Installation of a bin feed trap, to facilitate servicing, is
recommended as shown.

. Before starting stoker, be sure to put proper oil in oil reser-

voir (supplied with stoker). Lubricate motor and other parts
as indicated on instruction card.

. The coal feed setting should not be less than 4 teeth of rat-

chet drum to maintain hold fire during periods when no
heat is required. The approximate air settings, as num-
bered on air indicator plate, correspond to number of teeth
of ratchet drum coal feed. This will vary slightly to suit
grade of coal being used. No. 2 buckwheat (rice) anthracite
is recommended. The check pawl of the ratchet drive shall
be adjusted by rotating the check pawl stud, so that the
check pawl tooth contacts with a minimum of back lash.
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The bin feed bearing and pipe support can be assembled
on either side of the transfer box. When switching the bin
feed bearing from one side to the other the idler shaft with
bevel gear and bin feed drive sprocket must also be switch-
ed. This is accomplished by unscrewing the idler shaft and
reassembling it on the opposite side of the coal worm
bearing.






